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NO WARRANTY POLICY

Hoosier Racing Tire Corp. offers racing tires for sale only upon the conditions and the terms contained in this disclaimer of liability and indemnity.
Due to many varied and different conditions which Hoosier Racing Tires and Tubes are exposed and because of the manner in which racing is conduct-
ed, Hoosier Racing Tire Corp. makes absolutely no warranty, expressed or implied, as to the fitness for a general or particular purpose or of merchant-
ability in connection with any offer of sale of Hoosier Racing Tires and tubes. “HOOSIER RACING TIRES AND TUBES ARE SOLD AS IS.” Race tires are
not tested or labeled to meet FMVSS 109, 119, 139 or ECE36 Safety Standards. Therefore it is dangerous and illegal to sell race tires for use on public
highways. Any person selling Hoosier Racing Tires or Tubes for highway use agrees to indemnity and reimburse Hoosier Racing Tire Corp. for all loss,
damage, or liability Hoosier Racing Tire Corp. may suffer because of such sales. Not applicable where prohibited by law. Not following these warnings
can cause SERIOUS PERSONAL INJURY OR DEATH. For more information read tire labels, follow manufacturer’s warnings as molded in tire sidewalls
and visit hoosiertire.com.

FREEZE WARNING

Freeze Crack Advisory: This advisory addresses proper storage and use of Hoosier tires in cold conditions. Hoosier Tires, especially asphalt and hard
compound tires, may experience Rubber Cracking if the tires are transported, crushed, flexed or stressed when frozen. The following guidelines are
provided to avoid this problem.

1. Always store Hoosier Racing Tires indoors at temperatures above 32°F.

2. If tires have been subject to 32° F or less, allow them to warm to room temperature (about 70° F) for a minimum of 24 hrs before the tire is

mounted, transported or flexed.

3. Always use spare tires not intended for future competition to store vehicles for prolonged periods of time or winter transport.

4. If below freezing temperatures are expected, please consider shipping tires once more favorable conditions exist.
Do not use tires that have evidence of Freeze Crack Damage.

Service Life for Race Tires: Old tires can fail in use, causing loss of vehicle control and personal injury. Environmental conditions like temperature
extremes, exposure to sunlight, electric arc, solvents, automotive fluids, and atmospheric pollutants accelerate the aging process. Hoosier Racing Tire
strongly recommends that new (sticker) tires should be put in service within 2 years of date of purchase. Used (scuffed) tires have a shorter service life
than new (sticker) tires. Poor storage and infrequent use accelerate the aging process.

DIRECTION OF ROTATION / MOUNTING INSTRUCTIONS

ROTATIONAL GUIDELINES FOR TIRES WITH DIRECTIONAL ARROWS

All Hoosier tires having directional arrows must be mounted so that the tire travels in the direction of the arrow. Hoosier tires having directional arrows
will have them on both sidewalls. Directional arrows may not be on a tire that can have both left and/or right side application. All Hoosier tires not
having directional arrows should be mounted as detailed below.

ROTATIONAL GUIDELINES FOR TIRES WITHOUT DIRECTIONAL ARROWS

Every Hoosier race tire has a four character serial code embossed into ONE sidewall of the tire. All Hoosier DOT tires will also have two additional
codes as required by the Department of Transportation. (Example: J7AB 4AX8 3710)

CIRCLE TRACK RACING TIRES:
(Includes both dirt and asphalt tires)
Hoosier tires must be mounted with the serial code located toward the infield.

ROAD RACING TIRES:

(Includes catalog numbers beginning with 43, 44, 45, 46)

In most cases, Hoosier tires used in Road Race applications should be mounted with the serial code toward the center of the vehicle. Once a tire has
been run in the proper orientation it is acceptable to remount the tire in the opposite direction to even out the wear.

DRAG RACING TIRES, INCLUDING DOT DRAG TIRES:
(Includes catalog numbers beginning with 17, 18)
Hoosier drag tires can be mounted to rotate in either direction. Hoosier drag tires can also be flipped or reversed to provide even wear.

DIRT BIKE TIRES:

FRONT TIRES — Mount serial code facing brake caliber.
REAR TIRES — Mount serial code facing sprocket side



WARNING - TIRE MOUNTING IS DANGEROUS

Special Tire Mounting Instructions: Tire mounting should be done ONLY by trained personnel using proper tools and procedures. Failure to follow
safe mounting procedures could cause faulty positioning of the tire and cause the assembly to burst with explosive force sufficient to cause SERIOUS
PERSONAL INJURY OR DEATH. Always inspect tire for kinked beads or other possible damage that may have occurred in shipping or storage. Clean
the rim especially in the bead area before mounting a tire. Lubricate the tire beads as needed with a purpose made tire mounting liquid or paste.
Always lock rim on mounting machine or place in safety cage. Use a clip on chuck, an in-line valve with a pressure gauge or adjustable regulator and
remote inflation/deflation device. Have enough air hose to stay out of the trajectory. Stand back.

WARNING - VERIFY RIM SIZE

Verify Correct Wheel and Bead Flange: All tires are designed to be used on wheels that are manufactured to Tire and Rim Association (T&RA) specifi-
cations and tolerances. Some rims are non-standard or damaged and it is necessary to inspect the rim flange to assure proper fit. Consult your specific
rim manufacturer to determine if your rim can be used in this application. Never attempt to install and inflate a tire of one bead diameter on a rim or
wheel of a different bead diameter. Use of Hoosier Racing Tires on wheels with incorrect bead flanges or wheels that do not meet T&RA standards can
cause the assembly to fail and burst with explosive force sufficient to cause SERIOUS PERSONAL INJURY OR DEATH. Use a certified wheel rim disk
tape to confirm wheel rim flange size.

WARNING - BEAD / RIM SEATING

When seating beads never exceed maximum bead seating pressure as molded in tire sidewall. Never exceed manufacturer’s maximum inflation
pressure. Always seat beads with wheel locked to mounting machine or placed in a safety cage. A damaged tire or wheel can fail during bead seating
and burst with enough force sufficient to cause SERIOUS PERSONAL INJURY OR DEATH. Always use a clip on chuck, an in-line valve with a pressure
gauge or adjustable regulator and remote inflation/deflation device. Have enough air hose to stay out of the trajectory. Stand back. If the beads will not
seat at the manufacturers maximum bead seating pressure, STOP, deflate tire, return the tire to the place of purchase.

WARNING - NOT FOR HIGHWAY USE

NOT FOR HIGHWAY USE: All Hoosier Racing Tires including DOT labeled Hoosier Racing Tires are designed for racing purposes only on specified racing
surfaces and are not to be operated on public roadways. DOT labeled Hoosier Racing Tires meet Department Of Transportation requirements for
marking and performance only and are NOT INTENDED FOR HIGHWAY USE. It is unsafe to operate any Hoosier Racing Tire including DOT tires on
public roads. The prohibited use of Hoosier Racing Tires on public roadways may result in loss of traction, unexpected loss of vehicle control, or sudden
loss of tire pressure, resulting in a vehicle crash and SERIOUS PERSONAL INJURY OR DEATH.

Exception — “PRO STREET" page 20.

WARNING - MISUSE / MISAPPLICATION

Application/Misuse: All Hoosier Racing Tire products are designed for a specific purpose. Consult with Hoosier Racing Tire Corp. for specific fitment
and application. Utilizing Hoosier Tires in any form outside of their intended use constitutes MISUSE of the product and can cause SERIOUS PERSON-
AL INJURY OR DEATH. Hoosier Racing Tire products are designed and manufactured for racing purposes only, within a closed course designed for
organized competition. Not for recreational use. Hoosier Tires should never be used for Off Track Exhibition or for Land Speed Record Vehicles including
Jet or Rocket Powered Cars.

WARNING - DO NOT ALTER TIRES

Chemical Treatment of Tires: Hoosier Racing Tires strictly forbids any chemical alteration of the tire carcass and/or tread compound such as tire
“soaking” or use of tread “softener.” Hoosier Racing Tire strictly forbids the physical defacement (removal, altering or covering), of tire sidewall mark-
ings in any manner. Failure to comply with this warning could result in premature or catastrophic tire failure and may result in SERIOUS PERSONAL
INJURY OR DEATH.
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CIRCUIT RACING SLICKS - BIAS

ITEM TREAD  APPROX.  APPROX.  RECOM.  MEASURED  SECTION  COMPOUND
NUMBER  TIRE SIZE APPLICATION WIDTH  DIA CIRC.  RIMWIDTH RIMWIDTH  WIDTH  SOFT TO FIRM
43101 180X 6.0-10C2000  F500 62 181 57.0° 6 & 81" R25B,R35B
43106 18.0x 7510 F500 75 183 575" 78 g 95" R25B,R35B
43110 195x 65-10 F500 65 194 61.0° 6 6 82  R25B
43120 195x 75-10 F500 5 195 612 7-8 g 95  R2SB
43130 200X 60-13 CF 60 207 65.0° 55-6.5 5.5 70 R60A
43164 205x 70-13 FB, FC, FM, SR 675 208 66.2° 68 6 80°  R25B,R35B
43167 200X 75-13 SR 80" 208 65.0° 6-9' g 94" R25B,R35B
43173 200x 80-13CL FP, HP, 673, GTL 82 198 62.0° 56° & 92°  R35B,R45B
43186 200x 9.0-13A2500  FA,SR 075 208 64.7 810" 10° 110°  R25B,R35B
43192 200x 95-13C3500  EPFP,GT3,GTL 94 200 63.0° ii T 105" R35B,R45B
43272 220x 80-13 SCCA-FE, SR 85 220 69.3° g g 96" FE
43285  220x 80-13 FB, FC, FM, SR 85 20 69.0° 8-10" g 99"  R25B,R35B
43200  220x 90-13 FA, FB, FC, FM, SR 88 21 69.5° 810" g 100°  R25B,R35B
43307  225x 7213 CF 725 228 no 55 55 98 R60A
43309 225x 7.2-13A2500  FF 725 226 7 55 55 98  R25B
43312 22.0x100-13 SCCA-FE, SR 103 228 s 10 10 18 FE
43314 225x100-13A2500 SR 98 228 4 810" 10 110" R25B,R35B
43316 23.0x120-13 FA, SR 120 236 4.1 1215° 15 159°  R25B,R35B
43337 210x 50-15C4000 FV 50 217 66.5° & ¥ 55 FVS
43353  225x 55-15C4000 FV 55 29 69.0° & & 65 RS
43382  230x 95-15CL EP,FP, GT3, 6TL 97 28 715 6T T 94  R35B,R45B
10720 27.0/10.0-15 Slick 00 27% 86.5 10 100 1327 3045,F80
ALL TREAD PATTERNS SLICK
SOFT FE F1600 FIRM
R258 R358 R458 RB0A FVS

CIRCUIT RACING SLICKS - RADIAL

ITEM TREAD  APPROX. APPROX. RECOM.  MEASURED  SECTION  COMPOUND
NUMBER  TIRE SIZE APPLICATION WIDTH DIA. CIRC. RIMWIDTH RIM WIDTH WIDTH SOFT TO FIRM
43322 185/60R13 FF 6.4 28 68.7 55 5.5 7. RB0A
43327 205/60R13 FF 8.0 2T 4 55 55 87 R60A
43331 210/550R13 P1, Pro Mazda 8.7 21.8 68.5° 8-10 10° 105 S
43333 275/570R13 P1, Pro Mazda 10.75° 225 0.7 10-12 12’ 12,56 S
43370 20.5¢7.0R13 FC 7.3 208 65.3" 6-7 (i} 7.7 R35B
43380 22.5x8.0R13 FC B4 24 0.3 8-g g 98 R358
43548 190/530R13 PROD., GT 73 208 653 6-7 6 18 580
43551 215/530R13 GT PRO PROD., GT 8.3 208 654" 6-7 7 88 5M
43553 200/580R15 RADICAL 8.0 29 g 6.5-8 8 8.8 R55A
43559 215/580R15 &GT PRO PROD., 6T 86 29 1.8 7-9 7 9.7 S, MS, M
43569 245/580R15 GT PRO PROD., 6T 9.4 29 1.8 7-10° 7 10.0° S, MS, M
43572 23.0x 9.5R15 FA 94 29 72.0° 10° 107 10.7 R35B
43587 24.5x13.75R15 FA 13.75° 245 740 14 14" 145 R35B
43591 27.5x11.5R15 HSC Hili5 214 86.0 107 95 128 R75A
43654 235x11.0R16 GT2 106" 23.6° 74.0° 10° 107 1.0 MS
43659 23.5x 12.0R16 GT2 120 235 3.8 12 12 1307 Ms
43663 265/605R16 RADICAL 9.7 239 75.1" 9-10" 107 109 R55A
43673 255x 12,5R16 C2000  GT1 124 258 8.0 17 1z 135 Ms
ALL TREAD PATTERNS SLICKS
PRO STREET CIRCUIT SLICK RADIAL

REFER TO INSIDE FRONT COVER FOR NO WARRANTY POLICY AND WARNINGS.

=
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CIRCUIT RACING SLICKS - RADIAL CONTINUED

ITEM TREAD  APPROX. APPROX. RECOM.  MEASURED  SECTION  COMPOUND
NUMBER  TIRE SIZE APPLICATION WIDTH DIA. CIRC. RIMWIDTH  RIM WIDTH WIDTH SOFT TO FIRM
43674 25.5x 14.0R16 C2500  GT1 13.67 5.7 80.9" 12 12 141" R70A
43697 28.0x 14.5R16 C2500  GT1 13.9° 287 88.5" 13 13" 15.17 RT0A
43710 200/610R17 gaf. 239 75.07 7-8 7.5 8.2 5100, 5120
43723 230/610R17 9.0 239 %1 g g 975 5100
43740 265/630R17 10,17 24.8 g 9-107 107 10.7" 5100
43822 240/640R18 GT PRO 9.1" 256 804" 8-95 g 9.8 M, MH
43831 255/645R18 GT PRO 9.8 g 80.0° 10° 107 109 M, 5100
43837 265/650R18 10.1° 255 80.0° 9-10°" 107 109 5100
43849 280/680R18 GT PRO 10.8° 26.9° 84.6" 9-11" 107 11.3 M, MH
43850 285/650R18 11.0" 255" 80.5" 10-12" 1" 119 875,580, S100
43872 310/650R18 1.6 258 81.1" 1113 17 128 R358, 575, 5100
43874 310/680R18 116 26.8 84.3" 111 1 1317 R358, 575
43892 325/710R18 12.0° 217 87.07 1113 13 13.7 875
43897 355/650R18 132 258 81.07 12-14 13 143 5100
ALL TREAD PATTERNS ARE SLICKS
SOFT ATL MS, 575 R55A M, S80 MH, 5100 5120 HRM
R25B 5,R358 R70A
CIRCUIT RACING WETS - BIAS
ITEM TREAD TREAD  APPROX. APPROX. RECOM.  MEASURED  SECTION
NUMBER  TIRE SIZE PATTERN WIDTH DIA. CIRC. RIMWIDTH RIM WIDTH WIDTH APPLICATION
44115 18.0x 6.0-10W3 FSAE Wet 6.2 178 56.0° 6-8 & 8 F500, FSAE
44125 19.5x 6.5-10 Circuit Wet 6.2 19.7 62.07 6-8" g 8.2 F500
44150 200x 7.5-13W3 Circuit Wet 1.4 206 64.6" -8 r 8.3 CSR, FA
44185 21.0x 6.5-13W3 Circuit Wet 6.7 27 66.5" 6-8 & T FF, FM, FC, 52000, DSR
44196 22.0x 8.0-13W3 Circuit Wet 78 20 69.07 8.0 g 8y SCCA-FE
44217 22.0x 9.0-13W3 Circuit Wet 98 26 o 8.5-107 g 106 SCCA-FE, FC, FA, FM, P1, P2
44266 22.5x 5.0-15 Circuit Wet 50 2.0 69.2" 4.0 & 6.5 FV
44298 255x 85-15 Vintage Wet 81" 283 798" 7-8 g 103 Historic
44307 27.0x10.0-15 Vintage Wet 1007 210 8407 10-117 10 125 HSC/GTA

CIRCUIT RACING WETS - RADIALS

ITEM TREAD TREAD  APPROX. APPROX. RECOM. = MEASURED  SECTION
NUMBER  TIRE SIZE PATTERN WIDTH DIA. CIRC. RIMWIDTH  RIM WIDTH WIDTH APPLICATION
44421 185/60R13 WET DOT Radial Wet 6.5 2.7 68.07 55 55, 75 FF
44426 205/60R13 WET DOT Radial Wet 74 232 725 58 55 84" FF
44442 205x 7.0R13 Circuit Radial Wet iy 208 65.3" s 6 18 F2000
44443 225x BOR13 Circuit Radial Wet 8.3 24 70.5° i g 9.8 F2000
44511 230x 9.0R-15W3 Circuit Radial Wet 94 23.0° 723 10° 107 10.7 FA
44516 24.5x 13.0R-15W3 Circuit Radial Wet 13.0° 244 76.6" 14 14" 15.1" FA
44670 255x12.0R-16 W2 Circuit Radial Wet 122 25.7 80.9" 12 12 13.2 GT1, GT2
44690 28.0x 12.5R-16 W2 Circuit Radial Wet 136" 213 85.7 12 12 142 GT1

INDEPENDENT DEALERS MUST ESTABLISH THEIR OWN PRICES.

REFERTO INSIDE FRONT COVER FOR NO WARRANTY POLICY AND WARNINGS. 99 FOR PRICING CONTACT YOUR NEAREST DISTRIBUTOR ON BACK OF CATALOG.



ITEM TREAD TREAD  APPROX. APPROX. RECOM.  MEASURED  SECTION

NUMBER  TIRE SIZE PATTERN WIDTH DIA. CIRC. RIMWIDTH RIM WIDTH WIDTH MODEL
43195 20.0x10.0-13 Slick 10.0° 19.8 62.4 9-11" 10.0° 118 F5000, R35B
43385 235x10.5-15 Slick 10.8° 234 7386 10-12° 115" 13.0° F5000, Can AM, R35B
43386 26.0x16.2-15 Slick. 154" 26.07 814 16-18" 17.07 18.3" F5000, Can AM, R35B
43391 26.0x 15.0-15 Slick. 1507 26.07 816 15-17 1507 171" F5000, Can AM, R358
44391 19.0x 5.0-10 TD.R. 5.2 18.8 59.07 5-6" 55 78 HOOSIERT.D. R
44355 205x 6.0-13 TDR. 6.2 20.6° 64.7 57 s 70 HOOSIERT.D. R
44356 205x 8.0-13 TDR. 7.8 20.8° 65.5" 6.5-8.5" 7.5 9.0" HOOSIERT.D. R
44365 225x 6.0-13 T.DR. 6.2 24 70.3° 57 50° [ HOOSIERT.D. R
44415 23.0x 6.5-14 TD.R. 7.2 2307 23 55-8 55 8.3 HOOSIERT.D. R
44416 23.0x 7.5-14 TD.R. 78 230 72,5 6-9 B.O" 88 HOOSIERT.D. R
44561 23.0x 6.5-15 TD.R. 6.7 230 72.5" 55-7 B.0" 16 HOOSIERT.D. R
44562 230x 7.5-15 TDR. 76 23.0° 725 6585 TG 85 HOOSIERT.D. R
44563 240x 7.0-15 T.DR. 7.0 24.0° 75.5" 6-8.5° 6.0" 85 HOOSIERT.D. R
44564 240x B8.5-15 T.DR. 85 24.0 75.5° 7095 8.0 10.0° HOOSIERT.D.R
44566 255x 8.0-15 TD.R. 8.0 257 9.2 6-9" 6.07 9.2 HOOSIERT.D. R
44287 255 8.5-15 TD.R. 85 27 97 7-10 8.0 10.3 HOOSIERT.D. R
44297 25.5x10.0-15 T.D.R. 1007 258 8.0 8-11" 8.0 1.z HOOSIERT.D. R
44567 265x 8.0-15 TDR. 8.0 264" 83.0° 795 1.0 1007 HOOSIERT.D. R
44308 265x 9.5-15 T.DR. 95 26.6° 835 8-10" 8.0 1.0 HOOSIERT.D. R
44309 265x11.0-15 TDR. 104 27.0° 849 912 12.07 136 HOOSIERT.D. R
44317 275x11.0-15 TDR. 1.0 217 87,0 10-13 10.0° 13.2° HOOSIER T.D. R
44337 240x 85-16 TD.R. 8.2 241" 54 7-10 8.0 10.5° HOOSIERT.D. R
44347 25.5x10.0-16 TD.R. 10.07 256 80.5 9-11" 9.0 11.3" HOOSIERT.D. R
44165 135/545-13 Vintage 54 21.3 67.0° 50 5.0 6.6 VFF
44170 165/580-13 Vintage 6.8 70 nz 55" 6.0" 85 VFF
44380 220x 7.0-13 Vintage 6.8 209 68.8 55-75 55 18 WET
44205 21.0x 9.0-13 Vintage 9125 209 656" 10.07 10.0° 105" Vintage, FB R358
44225 23.0x12.0-13 Vintage 13.0° 233 73.25 13.07 13.0° 14.375"  Vintage, FB R358
44405 120/590-15 Vintage 4.8 2267 0.9 4.5 45 6.1 VINTAGE T.D.
44408 135/620-15 Vintage 56 241" 756" 45 45 6.9 VINTAGET.D.
44400 5.00-15 Vintage 52 4.1 776 4-6 40 o VINTAGE T.D.
44410 5.50-15 Vintage 65 4.7 176" 45T 45 .7 VINTAGET.D.
46003 P205/60R13 Speedster 7.3 2.7 M.z 55-7 B.0" 84 SPEEDSTER
46007 P205/55R14 Speedster los Al 16" 6.5 6.5 85 SPEEDSTER
46011 P185/65R15 Speedster 6.4 4.7 6.0 5-1 507 7.0 SPEEDSTER
46014 P205/50R15 Speedster L3 27 na 55-8 7.0 83 SPEEDSTER
46015 P205/60R15 Speedster 7.3 247 76.0° 558 6.5 8.2 SPEEDSTER
46021 P225/50R15 Speedster 81" 247 76.0° 659 7.0 9.125"  SPEEDSTER

WARNING: DOT labeled Hoosler Racing Tires meet Department of Transportation requirements for making and performance only and are NOT INTENDED FOR HIGHWAY USE. It is unsafe to
operate any Hoosier Racing Tire including DOT tires on public roads. The prohibited use of Hoosier Racing tires on public roadways may result in loss of traction, unexpected foss of vehicle
conlrol, or sudden loss of tire pressure, resufting in a vehicle crash and possible SERIOUS PERSONAL | Y OR DEATH.

CIRCUIT RADIAL WET : CIRCUIT WET VINTAGE WET DOT RADIAL WET

SLICK TDR SPEEDSTER

INDEPENDENT DEALERS MUST ESTABLISH THEIR OWN PRICES.
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CIRCUIT RACING D.O.T. - RADIAL

ITEM LOAD/SPEED TREAD TREAD APPROX. APPROX. RECOM. MEASURED SECTION

NUMBER  TIRE SIZE RATING PATTERN WIDTH DIA. CIRC. RIM WIDTH RIM WIDTH WIDTH A7 R7
46302 P185/60ZR13 80w A7 I R7 6.9 21.7 68.2° 5.0-7.0° 6.0" 7.8 X
46304 P205/607R13 a6W AT /R7 8.0° 228 il B 55-75 6.0 8.8 X
46309 P225/457R13 7w A7 I R7 85 20.9° 65.8° 7.0-85 75 9.3 X X
46322 P255/40ZR13 82W AT I RT 9.5 209 65.6° 8.5-10.0° 90 105° X
46406 P205/557R14 85W A7 /R7 8.1 22.8 716" 55-7.5 7.0 9.1 X
46416 P225/50ZR14 88W A7 /RT 85 229 2.0 6.0-8.00 70 o4 X
46502 P205/50ZR15 84w A7 /R7 8.0 22.8 1.8 55-7.5" 6.5 8.5 X X
46503 P205/50ZR15 SM7.5 A7 /RT 8.0 228 g 50-7.5 65 8.5 X
46511 P225/457R15 81w A7 /R7 8.6 228 71.8 7.0-85 7.5 9.3 X X
46516 P225/50ZR15 aow AT IR7 88 238" 74.8 6.0-8.00 7.0 9.7 X
46522 P245/40ZR15 83w AT /R7 9.0 23.0° 72.0° 8.0-9.5 85 10.07 X X
46526 P245/50ZR15 5w AT IR7 94" 244 76.2° 7.0-85 [ 10.3 X
46536 P275/357R15 82W AT IR7 10.17 23.0° 27 9.0-11.07 95 10.8 X X
46540 P275/50ZR15 10w AT IRT 1007 255 80.0° 7595 8.0 10.8" X
46560 P295/357R15 101w A7 /R7 10.5° 23.0° 723 9.0-11.0° 1007 116" X X
46601 P205/457R16 W A7 /R7 8.0 230 Fralis 7.0-85 70" 8.5 X X
46611 P225/50ZR16 91w A7 /R7 8.8 24.7 76 6.0-8.07 7.0 9.4 X X
46616 P245/457R16 88w A7 /RT 9.5 244 765" 1.5-90° 80 10.3 X X
46620 P255/50ZR16 99w A7 /R7 94 262 82,7 7.0-9.0° 80 10.5° X
46630 P275/457R16 94w A7 /R7 10.3 256" 80.5 8.5-1007 9.0 i X X
46706 P225/40ZR17 81w A7 1 R7 9.0 238 748" 7.5-9.07 8.0 9.6 X X
46711 P225/457R17 84w AT IR7 9.0 24T 718 7.0-85 15 9.7 X X
46716 P245/40ZR17 86W AT I R7 9.7 243 76.0° 8.0-9.5 85 10.3" X X
46721 P245/457R17 89w AT I R7 9.3 255 80.0° 15-9.00 8.0 10.0 X
46729 P275/35ZR17 85W A7 I R7 10.3 247 .7 9.0-11.0° 95 11.0° X X
46730 P275/407R17 93w AT /R7 10.3" 255 80.1" 9.0-11.0° 95 1.0 X X
46733 P295/35ZR17 89w A7 I R7 108 253 79.5° 9.5-11.0° 10.0° 11.67 X X
46735 P315/35ZR17 93w AT I RT 1.8 256 804" 11.0-1200 No 126 X X
46740 P335/357R17 7w A7 /R7 129 2567 80.5 11.0-13.07 120 136 X
46811 P225/40ZR18 83w A7 /RT 8.8 4.7 178" 7.5-9.07 80" 96 X
46821 P245/35/R18 80w A7 /R7 9.4 244 76.7 8.0-9.57 85 9.9 X X
46826 P245/40ZR18 88W A7 /RT 9.0 254" 798" 8.0-9.5 85 10.3 X X
46832 P255/357R18 82W A7 /R7 10.3" 24.8 7.8 8,5-10.07 9.0 108" X X
46836 P275/35ZR18 87w AT IR7 10.3° 255" 80.2 9.0-11.0° 95 10.7 X X
46840 P285/30ZR18 86w AT /R7 10.9° 249 78.1" 10.0-11.00 1007 11.5 X X
46843 P295/30ZR18 88w AT IR7 10.8° 253" 79.5° 9.5-11.07 10.0° 11.6” X X
46844 P295/407R18 98W AT IR7 10.4” 217 85.6" 10.0-115 105 1.9 X
46846 P315/30ZR18 91w AT IRT 11.8° 256" 80.5° 11012070 10 125 X X
46847 P315/407R18 102w A7 /R7 1.3 2778 857 105-125° 1107 132 X
46850 P335/30ZR18 95w A7 /R7 128 256" 80.5 120-13.0° 120 1357 X X
46855 P345/357R18 100W A7 /R7 13.2 26.8" 84.7 11.0-13.07 120 13.9° X X
46916 P235/35ZR19 oW A7 /RT 9.25 25,67 80.5 8.0-95 90 10.2 X X
46925 P265/35ZR19 BBW A7 /R7 96 267 823 9,0-10.0° 90 104 X X
46935 P295/307R19 89W A7 /R7 10.47 26.17 8217 10.0-1207 100 1.5 X X
46936 P295/357R19 92w A7 1 R7 10.0° 213 86.07 10.0-12.0" 100 11.5° X
46937 P315/30ZR19 93w AT IR7 12.07 26.1 822 1101207 10 12.5° X X
46938 P315/35ZR19 96W AT I R7 1.3 213 85.7 11.0-12.07 120 13.2 X
46940 P315/40ZR19 103w AT I R7 118" 289 90.7 1101207 110 12.9° X
46945 P325/30ZR19 94w A7 I R7 12.2 26.8" 84.1" 12.0-13.0° 130° 13.6" X X
46950 P345/30ZR19 98w AT /R7 13.0° 26.8" 843 12.0-13.00 1307 1417 X X
46955 P245/35ZR20 5w A7 I R7 9.1 26.8" 843 9.0-10.0° 85 9.8 X
46965 P265/30ZR20 95W AT I RT 98 6.7 839 9.0-10.0° 95 109 X
46975 P285/30ZR20 oW A7 /R7 9.9 26.7 84.07 9.0-10.0 1007 11.57 X
46980 P295/30ZR20 101W A7 /RT 106 217 855 100-11.07 108 ijijgi X
46986 P305/30ZR20 103W A7 /R7 1.8 27 853 11.0-1207 120 13.2° X X
46996 P335/257R20 103w A7 /RT 128 2117 855 12.0-13.07 120 14.2° X X

WARNING: DOT labeled Hoosier Racing Tires meet Department of Transportation requirements for making and performance only and are NOT INTENDED FOR HIGHWAY USE. It is unsafe to
operate any Hoosfer Racing Tire including DOT tires on public roads. The prohibifed use of Hoosler Racing fires on public roadways may result in loss of traction, unexpected loss of vehicle
control, or sudden loss of tire pressure, resufting in a vehicle crash and possible SERIOUS PERSONAL INJURY OR DEATH.

INDEPENDENT DEALERS MUST ESTABLISH THEIR OWN PRICES.

REFERTO INSIDE FRONT COVER FOR NO WARRANTY POLICY AND WARNINGS. 04 FOR PRICING CONTACT YOUR NEAREST DISTRIBUTOR ON BACK OF CATALOG.



CIRCUIT RACING D.O.T. - RADIAL WET

ITEM LOAD/SPEED  TREAD TREAD APPROX. APPROX. RECOM. MEASURED SECTION
NUMBER  TIRE SIZE RATING PATTERN WIDTH DIA, CIRC. RIMWIDTH  RIM WIDTH WIDTH
46100 P185/60R13 H20 86H D.0.T. Radial Wet 6.8 2.7 68.1" 5.0-7.0° 6.07 574
46105 P205/60R13 H20 86H D.0.T. Radial Wet LIE 235 3.8 6.0-7.5 6.0° 8.5
46115 P205/55R14 H20 85H D.0.T. Radial Wet " 23.5 73.8 6.5-7.5 6.5 8.7
46125 P205/50R15 H20 84H D.0.T. Radial Wet 71" 235 738 65-7.5" 8.5 87
46125 P205/50R15 SMW 84H D.0.T. Radial Wet 71" 235 738 6.5-7.5 6.5 8.7
46127 P225/45R15 H20 81H D.0.T. Radial Wet 8.9 229 2.0 7.0-85 8.0 9.4
46135 P205/45R16 H20 7T D.0.T. Radial Wet [k 235 738 7.0-15 7.0 8.4
46140 P225/50R16 H20 91H D.0.T. Radial Wet 88 248 7y 7.0-9.0° 1.0 96
46145 P245/45R16 H20 88H D.0.T. Radial Wet 9.0 248 7y 7.0-9.0° 8.0 10.07
46150 P255/50R16 H20 99H D.0.T. Radial Wet 9.3 263 825" 8.0-9.0 8.0" 10.7
46170 P225/45R17 H20 84H D.0.T. Radial Wet 8.8 248 79 8.0-9.0° 75 95
46175 P245/40R17 H20 86H D.0.T. Radial Wet 9.0 248 179 7.0-9.0° 8.0" 1007
46185 P275/40R17 H20 93H D.0.T. Radial Wet 10.0° 252 9.2 9.0-11.0° 95 1.3
46200 P225/40R18 H20 83H D.0.T. Radial Wet 8.8 248 9 7.0-9.0° 8.0 a9
46205 P245/35R18 H20 80H D.0.T. Radial Wet 9.0 248 9 7.0-9.0° 8.0° 10.0°
46207 P245/40R18 H20 88H D.0.T. Radial Wet 8.75" 255 80.25" 8.0-95 9.0 9.75"
46215 P275/35R18 H20 87H D.0.T. Radial Wet 10.07 257 9.2 10.0-11.07 95 11.3
46220 P305/30R18 H20 89H D.0.T. Radial Wet 11.8" 25.6° 80.4 11.0-12.0° 1.0 127
46230 P325/35R18 H20 130H D.0.T. Radial Wet 12.0° 21.0° 848 11.0-12.0° 12.0° 13.3"

WARNING: DOT labeled Hoosler Racing Tires meet Department of Transportation requirements for making and performance only and are NOT INTENDED FOR HIGHWAY USE. [t is unsafe fo
operate any Hoosier Racing Tire including DOT tires on public roads. The prohibited use of Hoosier Racing tires on public roadways may resuft in loss of traction, unexpected loss of vehicle
control, or sudden loss of tire pressure, resufting in a vehicle crash and possible SERIOUS PERSONAL INJURY OR DEATH.

NOTE: H Speed Rating = 130 mph/210 km/h.

CIRCUIT D.0.T. RADIAL WET A7/R7

INDEPENDENT DEALERS MUST ESTABLISH THEIR OWN PRICES.

REFER TO INSIDE FRONT COVER FOR NO WARRANTY POLICY AND WARNINGS. o5 FOR PRICING CONTACT YOUR NEAREST DISTRIBUTOR ON BACK OF CATALOG.



FORMULA STUDENT (FSAE)

ITEM APPROX.  TREAD APPROX. RECOM.  MEASURED  SECTION  COMPOUND
NUMBER  TIRE SIZE APPLICATION WEIGHT  WIDTH. DIA. RIMWIDTH _ RIM WIDTH WIDTH SOFT TO FIRM
41100 6.0/18.0-10 FSAE-Slick 8LBS 6.0 18.1" 6-7" 7.0 85 LCO
43070 16.0x6.0-10 FSAE-Slick 7LBS 6.0 16.3° 6-7 6.0° 6.9 LCO, R25B
43075 16.0x 7.5-10 FSAE-Slick 8LBS i 16.2" 6-8 8.0 8.4 LCO, R25B
43101 18.0x 6.0-10 C2000 FSAE-Slick 9LBS 6.2 18.1" 6.5-7 6.0° 81" R258
43105 18.0x 7.5-10 FSAE-Slick 10LBS E 18.3" 7-8 8.0 95 R25B
43110 19.5x 6.5-10 FSAE-Slick 10LBS 6.5 194 L 6.0° 82 R258
43120 19.5x7.5-10 FSAE-Slick 11LBS Th 195" 7-8 8.0 95" R258
43164 205x7.0-13 AZ500 FSAE-Slick 11LBS 7.0 2.0 55-8 6.0° 80 R258
43168 20.0x 7.5-13 A2500 FSAE-Slick 12LBS 8.0 206" 79 8.0 9.4 R25B
44070 16.0x 7.0-10 Circuit Wet 7.5LBS 7.0 16.2 67" 6.0° 76 w3
44115 18.0x6.0-10 FSAE-Wet 9LBS 6.2 17.8 6-8 6.0" 18 W3
44125 19.5x6.5-10 Circuit Wet 10LBS 6.2 19.5° 6-8 6.0° 87 Wet
44150 200x7.5-13 Circuit Wet 12LBS 74 206" 6-8" 7.0 8.3 W3
44185 21.0x65-13 Circuit Wet 11LBS 6.7 212 6-8° 6.0° 7.2 W3
43328 205/470R13 FSAE-Radial Slick 8.41BS 6.9 18.8° 6-8" 7.0 15 Continental FSAE Dry
44304 205/470R13 FSAE-Radial Wet 9.3 7.2 184 6-7 7.0 775 Continental FSAE Wet
RALLY
ITEM TREAD TREAD  APPROX. APPROX. RECOM. = MEASURED  SECTION
NUMBER  TIRE SIZE PATTERN WIDTH DIA. CIRC. RIMWIDTH  RIM WIDTH WIDTH COMPOUND
44002 165/80R13 Gravel Rally - Right 53 235 740 6.0" 6.0° 13 MED, HARD, X HARD
44003 165/80R13 Gravel Rally - Left 53 235 4.0 6.0° 6.0 7.3 MED, HARD, X HARD
44004 185/70R13 Gravel Rally - Right 58 235 740" 7.0 7.0 8.2 MED, HARD, X HARD
44005 185/70R13 Gravel Rally - Left 58 235 T4.0° .0 1.0 8.2 MED, HARD, X HARD
44006 185/65R15 Gravel Rally - Right 6.5 24.8 78.0° 6.0° 8.0" 4 MED, HARD, X HARD
44007 185/65R15 Gravel Rally - Left 6.5 24.8° 78.0° 6.0° 6.0 74 MED, HARD, X HARD
44008 195/65R15 Gravel Rally - Right 6.7 252 79.0 7.0 6.0" 1.7 MED, HARD, X HARD
44009 195/65R15 Gravel Rally - Left 6.7 257 79.0° .0 6.0° 1.7 MED, HARD, X HARD
44010 205/65R15 Gravel Rally - Right Fa 53 795" 7.0 7.0 8.75 MED, HARD, X HARD
44011 205/65R15 Gravel Rally - Left Ty 253" 79.5° 7.0 7.0° 8.5 MED, HARD, X HARD
44300 200/530R13 Tarmac Rally 6.9 20.8 65.5" T 7.0° 76 WET, DS
44305 200/530R13 Tarmac Rally 6.9 208 65.5° 15 U 18 DM, DH
44310 220/530R13 Tarmac Rally .8 20.8° 65.5" %5 75 85 WET, DS
44315 220/530R13 Tarmac Rally 7.8 20.8" 65.5° 1.5 15 85" DM, DH
44500 200/580R15 Tarmac Rally h 20 Tl.5 i 7.0 8.6 WET, DS
44510 200/580R15 Tarmac Rally Eb 2T 5 Ty 7.0 86 DM, DH
44522* 195/50R15 Tarmac Rally* Tz 28 715 6.0" 6.5 78 WET, DS
44523% 195/50R15 Tarmac Rally* 1.2 28 s 6.0" 65 18 DM, DH
44601* 195/50R16 Tarmac Rally* 76 23.7 74.0° 6.0" 6.5 78 WET, DS
44602* 195/50R16 Tarmac Rally* 76 23.7 4.0 6.0 65 78 DM, DH
44701* 195/50R17 Tarmac Rally* 76 246 as B.0" 7.0 7.9 WET, DS
44702 195/50R17 Tarmag Rally* 16 246 7 6.0 s ik DM, DH
44801* 225/40R18 Tarmac Rally* 8.6 253 9.4 8.0 8.0 9.0 WET, DS
44802* 225/40R18 Tarmac Rally* 86 23 9.4 8.0 8.0 9.0 DM, DH
* = E-MARK

INDEPENDENT DEALERS MUST ESTABLISH THEIR OWN PRICES.

REFERTO INSIDE FRONT COVER FOR NO WARRANTY POLICY AND WARNINGS. 26 FOR PRICING CONTACT YOUR NEAREST DISTRIBUTOR ON BACK OF CATALOG.



®
CORPORATE
65465 S.R. 931 # Lakeville, IN 46536 # (574) 784-3152  Fax: (574) 784-2385
hoosiertire.com
Hoosier Racing Tire Europe GmbH

RACING TIRE Im Zollhafen 18 + Cologne 50678  Germany « +49 (172)291-2544 K1 & 1

DISTRIBUTORS

Hoosier Tire Australia

17 Blind Road, Nelson, N.S.W. 2765

X Ph: 02 9679 1990 X Fax: 02 9679 1187
X Email:sales@hoosiertire.com.au

X www.hoosiertire.com.au

Max Dumesny Motorsport
2/35B Lillee Cres, Tullamarine, VIC. 3043

X Ph: 039338 7477 X Fax; 03 9338 7476
H Email:melb@mdmotorsport.com.au

“TIRES DESIGNED FOR CHAMPIONS”

In addition to the locations above, Hoosier Racing Tire Corp. has distributor locations in Brazil, China/Hong Kong, the Caribbean, Germany, Italy, Israel, Japan, Mexico, Norway, Russia, South Africa, Sweden, Taiwan and Thailand.
Contact information for these locations can be found on www.hoosiertire.com. To learn more about purchasing Hoosier tires in areas not listed, you can e-mail us at internationalsales@hoosiertire.com. ©2017 Hoosier Racing Tire 11/17





